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U.S.:  1-800-LOCTITE (562-8483)	 Canada:  1-800-263-5043	 www.henkelna.com/industrial	 www.equipment.loctite.com

Your Source for
gasketing & sealing 

anaerobics
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[ Low Strength – Easy Removal ]

Loctite® 5203™ Flange Sealant
excellent seal, low adhesion	
Seals close-fitting joints between rigid 
metal flanges. Provides immediate 
resistance to low pressures and cures 
rapidly. Fully cured product can be easily 
removed, particularly from aluminum.

Ite
m

 # 1317148 300 ml cartridge 

[ Highly Flexible  
	 Anaerobic Gasket ]

Loctite® 5188™ Flexible 
Flange Sealant
highly flexible
A highly flexible, medium-to-high 
strength, anaerobic gasketing material, 
which shows excellent adhesion on 
aluminum. This product is designed to 
function in the most demanding power 
train applications with superior adhesion 
and flexibility, even after heat aging.

Ite
m

 # 1241991
1253203
98128

300 ml cartridge 
50 ml tube
Loctite® cartridge dispense tip

[	Sealants / Dressings for 		
	E xisting Gaskets ]

Loctite® QuickStix® 534™ 
Hi-Tack Gasket Dressing
No mess, semisolid formula offers added 
control and ease of use. Patented package 
is portable and won’t leak or spill. Seals 
and holds the heaviest gaskets during 
assembly. Solvent-free and low  
odor. Suitable to 300°F (149°C).

Ite
m

 # 39156 19 g stick

Loctite® 515™ Gasket 
Eliminator® Flange Sealant
Makes flexible gaskets for rigid machined 
flanges with less than 0.050 in. (1.27 mm) 
gap. Flexes when flanges move in service.

Ite
m

 # 51517
51531
51580

6 ml tube
50 ml tube
300 ml cartridge

Loctite® 518™ Gasket 
Eliminator® Flange Sealant
Forms a flexible, solvent-resistant seal 
that will not tear or decay. Seals to 300˚F 
(149˚C) and and fills gaps to 0.050 in. 
(1.27 mm). Can be used on flexible metal 
assemblies, including aluminum surfaces. 
Easy disassembly and cleaning. Ideal for 
on-the-spot and emergency repairs, or 
when a conventional gasket is out of stock.

Ite
m

 # 22423
22424
51817
51831
51845

25 ml syringe kit
300 ml syringe kit
6 ml tube
50 ml tube
300 ml cartridge 

Loctite® QuickStix® 548™ Gasket 
Eliminator® Flange Sealant
Patented, semisolid formula is ideal  
for on-the-spot repairs, or when a 
conventional gasket is out of stock. 
Can be applied quickly and neatly on 
a variety of metal surfaces, including 
aluminum, to form a solvent-resistant 
seal. Seals to 300°F (149°C) and fills 
gaps to 0.010 in. (0.254 mm).

Ite
m

 # 39152 18 g stick
 

[ Rigid Assembly  
	 Flange Sealants ]

Loctite® 504™ Gasket 
Eliminator® Flange Sealant
Gap Filling
A single-component, instant, low 
pressure flange sealant that fills 
gaps to 0.050 in. (1.27 mm).

Ite
m

 # 50441
50480

250 ml tube
300 ml cartridge 

Loctite® 509™ Gasket 
Eliminator® Flange Sealant
Flexible
Product withstands minor flange 
movements caused by vibrations. It 
will not run when applied to vertical 
surfaces. Fluorescent blue properties 
allow visual inspection during assembly.

Ite
m

 # 21525
50965

300 ml cartridge 
850 ml cartridge 

Loctite® 510™ Gasket 
Eliminator® Flange Sealant
High Temperature
Product withstands temperatures 
to 400˚F (204˚C) and has excellent 
solvent and chemical resistance. Fills 
gaps up to 0.010 in. (0.254 mm) and 
maintains clamping loads for strong, 
leakproof assemblies. Makes or 
dresses gaskets in rigid assemblies. 
Eliminates gasket compression set.

Ite
m

 # 51031
51041
51074

50 ml tube 
250 ml tube 
300 ml cartridge

•	 Revolutionized flange sealing in the automotive 	
	 industry, the assembly of heavy equipment 	
	 and the manufacture of various types of fluid 	
	 power equipment

•	 Remains a liquid when exposed to air, but cures 	
	 when confined between mating flanges

•	 Best suited for small gap applications and rigid 	
	 metal-to-metal assemblies
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Loctite® Aviation Gasket Sealant 
(Solvent-Based)
Reliable, liquid gasket sealant, 
dressing and coating. Thin brushable 
dressing or sealant for close-fitting 
parts. Use to 400˚F (204˚C). Resistant 
to gasoline and other solvents.

Ite
m

 # 30517
30516

0.25 pt. brush can
1 pint brush can 

Loctite® Copper Gasket Adhesive 
(Solvent-Based)
Fast drying, metallic, copper sealant 
helps dissipate heat, prevent gasket 
burnout and improve heat transfer. Fills 
hot spots and surface imperfections. 
Temperature range is -50°F to 500°F 
(-45°C to 260°C). Resists shop fluids.

Ite
m

 # 30535 9 oz. net wt. aerosol 

Loctite® High Temperature 
Gasket Maker (Solvent-Based)
Slow-setting, non-hardening, high 
temperature sealant. Recommended for 
heavy-duty applications. Temperature 
range is -50°F to 600°F (-46°C to 315°C) 
intermittent. Resists common shop fluids.

Ite
m

 # 30558 7 fl. oz. tube 
 

Loctite® Hi-Tack Gasket Sealant 
(Solvent-Based)
Red-colored, liquid sealant that holds 
gaskets in place during assembly. Seals 
and bonds rubber, cork, paper, felt, metal 
and asbestos gaskets. Sets quickly  
to a very tacky film. Suitable to  
500°F (260°C). Contains no ozone-
depleting compounds.

Ite
m

 # 30524
30525
30526

0.25 pt. brush can
1 pint brush can
9 oz. net wt. aerosol

Loctite® Gasket Sealant 1 
(Solvent-Based)
Reliable, paste-like gasket sealant, 
dressing and coating. Sets quickly 
to a hard set and is recommended 
for rigid, permanent assemblies. 
Use to 400˚F (204˚C). Resistant to 
gasoline and other solvents.

Ite
m

 # 30510
30511
30512

1.5 oz. tube
3 oz. tube
7 fl. oz. tube

Loctite® Gasket Sealant 2 
(Solvent-Based)
Reliable, paste-like gasket sealant, 
dressing and coating. Sets slowly to a 
pliable film. Best suited for non-rigid, 
vibrating assemblies. Use to 400˚F (204˚C). 
Resistant to gasoline and other solvents.

Ite
m

 # 30513
30514
30515
80964

1.5 oz. tube
3 oz. tube
7 fl. oz. tube
5 gallon can

[ Loctite® Gasketing & Sealing Anaerobics Attributes & Application Chart ]	

ITEMS IN RED = Source’s PICK or new

Loctite® Product main attributes applications
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 504™ Gasket Eliminator® Flange Sealant Rigid, low viscosity, self-shimming, 0.030 in. gap fill without primer Rigid flange applications

509™ Gasket Eliminator® Flange Sealant Flexible at temperatures up to 300˚F (149˚C), fluorescent, blue Gearbox, engine casings

510™ Gasket Eliminator® Flange Sealant Resists low on-line test pressures, uncured General gasketing

515™ Gasket Eliminator® Flange Sealant Flexes with flanges that move in service General gasketing

518™ Gasket Eliminator® Flange Sealant Resists low on-line test pressures, uncured Gearbox, engine casting
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QuickStix® 534™ Hi-Tack Gasket Sealant Vertical applications, uses less product, repositionable Holds gaskets in place (rubber, cork, paper, felt and metal)

Gasket Sealant 1 (Solvent-Based) Extended gasket life, fast drying, rigid cure Threaded connections, air ducts, plumbing connections

Gasket Sealant 2 (Solvent-Based) Extended gasket life, slow drying, flexible cure Valve cover and oil pan gaskets, threaded connections

High Temperature Gasket Maker  
(Solvent-Based)

Reliability at high temperatures, seals up to 5,000 psi Aircraft heating systems, steam lines

Hi-Tack Gasket Sealant (Solvent-Based) Prevents seizing, corrects gasket alignment, easy disassembly Weather stripping, waterproofing electrical connections

Aviation Gasket Sealant (Solvent-Based) Close tolerance flanges, slow drying, flexible cure Aviation and marine engines, threaded connections

Copper Gasket Adhesive (Solvent-Based) Improved heat transfer, fills surface imperfections, repositionable Cylinder head, exhaust manifolds, turbo charger 
flanges, carburetor gaskets

[ Applications ]
•	 Gear Boxes 
•	 Pumps 
•	E ngines




