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U.S.:  1-800-LOCTITE (562-8483)	 Canada:  1-800-263-5043	 www.henkelna.com/industrial	 www.equipment.loctite.com

Your Source for coatings

wear-resistant 
coatings
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[ Fine Particle Abrasion ]

Loctite® Nordbak® Pneu-Wear
Filled with small ceramic beads 
and silicon carbide for maximum 
protection against fine particle abrasion 
to 250°F (121°C). Trowelable. 

Ite
m

 # 98383
98382

3 lb. kit
25 lb. kit 

Loctite® Nordbak® 
High Temperature Pneu-Wear
Protects against fine particle abrasion 
and temperatures to 450°F (232°C). Must 
be post-cured for maximum temperature 
resistance and performance. Trowelable.

Ite
m

 # 98372 25 lb. kit 
 

Loctite® Nordbak® 
Ultra-High Temperature Pneu-Wear
Protects against fine particle abrasion 
and temperatures to 550°F (288°C). Must 
be post-cured for maximum temperature 
resistance and performance. Trowelable.

Ite
m

 # 96332 25 lb. kit 
 

Loctite® Nordbak® Fast 
Cure Pneu-Wear
Fast cure version of standard Loctite® 
Nordbak® Pneu-Wear protects against 
fine particle abrasion to 225°F (107°C) 
and cures in just 3 hours. Trowelable.

Ite
m

 # 96363
1117828*

6 lb. kit 
25 lb. kit 

Loctite® Nordbak® 
Fast Cure Wearing Compound
A faster curing version of Loctite® 
Nordbak® Wearing Compound, this epoxy 
renews worn surfaces fast, reducing 
downtime to put equipment back in 
service in as few as 3 hours. Trowelable.

Ite
m

 # 96373 6 lb. kit 

Loctite® Nordbak® Combo 
Bead Wearing Compound
This epoxy system combines the  
abrasion-resistant qualities of both large 
and small ceramic beads and silicon 
carbide. Protects against hard sliding 
abrasion and extends the life of material 
handling equipment. Trowelable.

Ite
m

 # 1324571 6 lb. kit

[ Coarse / Large  
	 Particle Abrasion ]

Loctite® Nordbak® 
Low Odor Wearing Compound
Loctite® Nordbak® Low Odor Wearing 
Compound offers the same protection 
against coarse/large particle abrasion 
as Loctite® Nordbak® Wearing 
Compound, while offering a low odor 
formulation. This coating is particularly 
suited for applications in areas 
where ventilation may be limited.

Ite
m

 # 41343 25 lb. kit 
 

[ Coarse / Large  
	 Particle Abrasion ]

Loctite® Nordbak® 
Wearing Compound
Large ceramic beads and fine silicon 
carbide in a high performance epoxy 
system protect against sliding abrasion to 
250°F (121°C). Non-sagging. Trowelable.

Ite
m

 # 1324008
1323940

5 lb. kit
25 lb. kit 

Loctite® Nordbak® High 
Temperature Wearing Compound
Resists sliding abrasion and temperatures 
to 450°F (232°C). Must be post-cured 
for maximum temperature resistance 
and performance. Trowelable.

Ite
m

 # 99112 25 lb. kit 
 

Loctite® Nordbak® Ultra-High 
Temperature Wearing Compound
Resists sliding abrasion and temperatures 
to 550°F (288°C). Must be post-cured 
for maximum temperature resistance 
and performance. Trowelable.

Ite
m

 # 96392 25 lb. kit 
 

•	 Utilizes the superior wear properties of ceramic 	
	 and the convenience of two-part epoxies to 	
	 protect equipment like pumps chutes, and 	
	 augers in harsh industrial environments

•	 Stands up to almost any corrosion, abrasion and 	
	 wear problem you can encounter

•	 Ideal for all of those large-scale repairs that  
	 have to last

•	 Available in trowelable and brushable 		
	 formulations with special fillers for  
	 tough conditions

* Made-to-order item.
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Loctite® Nordbak® Ceramic 
Tile Adhesive	
High strength. For securing ceramic 
wear tiles to vertical, horizontal and 
overhead surfaces. Excellent shock 
and impact resistance. Trowelable. 
Resists temperatures to 200°F (93˚C).

Ite
m

 # 1324544 20 lb. kit 

[ Specialty Coatings ]

Loctite® Nordbak® Chemical 
Resistant Coating
Smooth, glossy, low friction finish 
protects against turbulence, abrasion 
and cavitation. This advanced epoxy 
protects equipment from extreme 
chemical attack and corrosion. Low 
viscosity epoxy can be applied by brush.

Ite
m

 # 96092 12 lb. kit 

[ Impact Wear Resistance ]

Loctite® Nordbak® High 
Impact Wearing Compound
Rubber-modified epoxy protects 
against sliding abrasion and impact 
to 250°F (121˚C). Trowelable.

Ite
m

 # 1327836 25 lb. kit

Loctite® Fixmaster® Flex 80™ Putty
A trowelable, two-part urethane  
for rebuilding and repairing rubber parts 
and linings, providing impact, abrasion 
and corrosion-resistant protection.

Ite
m

 # 97423
97422

1 lb. kit
6 lb. kit 

[ Specialty Wear Resistance ]

Loctite® Nordbak® Castable 
Wearing Compound
For casting wear-resistant parts. 
Pourable ceramic compound can 
be cast into any shape. Resists 
temperatures to 225°F (107˚C).

Ite
m

 # 98992 25 lb. kit 
 

Loctite® Fixmaster® 
Wear-Resistant Putty
Ceramic fibers give this trowelable putty 
excellent wear and abrasion resistance 
properties. Cures to a smooth, low friction 
surface. For surfaces exposed to wear,  
erosion and cavitation.

Ite
m

 # 98742
98743

1 lb. kit
3 lb. kit 

[ Liquid / Slurry Turbulence ]

Loctite® Nordbak® 
Brushable Ceramic
Brushes on to form a smooth, corrosion-
resistant coating. Protects against 
turbulence, abrasion and cavitation. Can  
also be used as a topcoat over Loctite® 
Nordbak® Wearing Compound for surface 
rebuilding and lasting protection. Resists 
temperatures up to 200˚F (93˚C).

Ite
m

 # Grey
Grey 
White
Grey

98733
98732
96443
997367*

2 lb. kit
6 lb. kit
2 lb. kit
12 lb. kit

Loctite® Nordbak® High 
Temperature Brushable Ceramic
Provides protection against turbulence, 
abrasion and cavitation up to 550˚F (288˚C).  
Must be post-cured for maximum 
temperature resistance and performance.

Ite
m

 # 96433
997369*

2 lb. kit
12 lb. kit 
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• You may smooth out any composite repair product 			 
	 using isopropyl alcohol (IPA) or acetone and a gloved hand.

• When applying two coats of Loctite® Nordbak® Brushable Ceramic, 
	 a different color can be used for each: grey and white. 	  
	W hen the first coat begins to wear, the second color coat will 		
	 show through, providing an accurate visual indicator of wear.
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S[ Applications ]
•	 Pump 
•	 Gearbox 
•	 Concrete Repair 
•	 Conveyor Systems 
•	 Shaft Repair

[ Industries ]
•	 Mining 
•	W astewater 
•	 Power Generation 

•	 Food Processing 
•	 Pulp and Paper 
•	 Beverage

* Made-to-order item.




